THE NEW THERMAL IMAGING
SIGHT

NEW A-CORE 640 MODULE SOPHISTICATED LENS

Highly sensitive sensor with a resolution
of 640x480 pixels

INCREDIBLE DETECTION RANGE ULTRA DETAILED AND QUALITY IMAGE
up to 2370 meters away incredible IFOV from 0.20 mrad

IMPROVED FIRMWARE REAL-TIME IMAGE

Two user-programmable buttons 60 HZ frame rate

allowing quick access to selected features
ZM/VM MOUNTING RAIL WATER RESISTANCE
for a trustable and seamless mount IP66

; SPORT SHOOTINGAND -+~ COMPATIBLE WITH
HUNTING (%0} PESTCONTROL o ENORECEMENT G2 ALL ARMS SYSTEMS

with sensitive 60 mm focal length




ACCESSORIES TECHNICAL

IN THE BOX SPECIFICATIONS

Sensor size 640x840

-
N

Pixel pitch
Focal Length of Objective Lens 60 mm
Lens Pen Neoprene case
Frame rate, Hz 60 Hz

Magnification 3.0x optical, 2x4x digital

Display resolution 1024x768

Charger Manual And
Documents

Battery life upto 6 h
Waterproof IP 66
Human detection range, m 2370

Batteries Lens Cloth FOV, m/100m 12.80

iFOV 0.20
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